MIAMI-DADE COUNTY, FLORIDA
PRODUCT CONTROL SECTION

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER} 11805 SW 26 Street, Room 208
BOARD AND CODE ADMINISTRATION DIVISION T (786)315-2590 F (786) 315-2599
NOTICE OF ACCEPTANCE (NO A) www.artiamidade gov/economy
Pella Corporation

102 Main Street

Pella, TA 50219

Scorr:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER--
Product Control Section to be used in Miami-Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product
Control Section (In Miami-Dade County) and/ or the AHJ (in areas other than Miami-Dade County) reserve
the right to have this product or material tested for quality assurance purposes. If this product or material
fails to perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ
may immediately revoke, modify, or suspend the use of such product or material within their jurisdiction.
RER reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product
Control Section that this product or material fails to meet the requirements of the applicable building code.
This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zong. '
DESCRIPTION:

Series “HIG Impact Fixed Casement” Aluminum Clad Wood Fixed Casement Window — L.MLL

APPROVAL DOCUMENT: Drawing No. 1519, titled “HIG Aluminum Clad Impact Fixed Casement
Window”, sheets 01 through 06 of 06,, dated 03/23/07, with revision “D1” dated 08/05/14, prepared by W.
W. Schaefer Engincering & Consulting, P. A., signed and sealed by Warren W. Schaefer, P. E., bearing the
Miami-Dade County Product Control Section Revision stamp with the Notice of Acceptance number and
Expiration date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

L.ABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,

series, and following statement: "Miami—Dade County Product Control Approved", unless otherwise noted
herein.

RENEWAL of this NOA shéll be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/ or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure
to comply with any section of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA revises NOA No. 14-0428.12 aiid consists of this page 1 and evidence pages E-1, B-2 and E-3,
as well as approval document mentioned above. ' '

The submitted documentation was reviewed by Jaime D, Gascon, P. E.

NOA No. 14-0811.25
Expiration Date: November 08, 2017
T, L,E\‘if‘;{l _ Approval Date: October 09, 2014

E’Oé‘i“‘rﬁ Page I




Pella Corporation

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A. DRAWINGS

1. Manufacturer's die drawings and sections.

2. Drawing No. 1519, titled “HIG Aluminum Clad Impact Fixed Casement Window”,
sheets 01 through 06 of 06, dated 03/23/07, with revision “D1” dated 08/05/14,
prepared by W. W. Schaefer Engincering & Consulting, P. A., signed and sealed by
Warren W, Schaefer, P. E.

B. TESTS
1. Test reports on: 1) Large Missile Impact Test per FBC, TAS 201-94
2) Cyclic Wind Pressure Loading per FBC, TAS 203-94
~ along with marked—up drawings and installation diagram of series/ model HIG 1G/
monolithic aluminum clad wood awning window mulied jamb to jamb to an aluminum
clad wood fixed window, prepared by Element Materials Technology, Inc., Test
Report No. ESP-017244P.Fixed Casement.Dade, dated 07/18/14, signed and sealed
by Jason Steen, P. E.
2. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
3) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
4) Water Resistance Test, per FBC, TAS 202-94
5) Large Missile Impact Test per FBC, TAS 201-94
6) Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with marked-up drawings and installation diagram of series/ model HIG 1G/
monolithic aluminum clad wood awning window mulled jamb to jamb to an aluminum
¢lad wood fixed window, prepared by Element Materials Technology, Inc., Test
Report No. ESP-014011P.Fixed Casement.Dade, dated 07/25/13, signed and sealed
by Thomas A. Kolden, P. E.
(Submitted under previons NOA No. 13-0829.19)
3. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94

2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411.3.2.1, and TAS 202-94
along with marked-up drawings and installation diagram of series/model HIG
[G/monolithic aluminum clad wood casement window mulled jamb to jamb fo an
aluminum clad wood fixed window, prepared by Architectural Testing, Inc., Test
Report No. ATI-71262.08-201-18, dated 05/27/07, signed and sealed by Joseph A.
Reed, P.E.
(Submitted under previous NOA No, 07-0619.13)
TN T
Jalme D. Gascon, PE.
Product Control Section-Supervisor
NOA No. 14-0811.25
Expiration Date: November 08, 2017
Approval Date: October 09, 2014




Pella Corporation

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

TESTS (CONTINUED)
4, Test reports on: 1) Air Infilfration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC, TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
along with markedup drawings and installation diagram of series/ model HIG 1G/
monolithic Aluminum clad wood casement window mulled jamb to jamb to an
aluminum clad wood fixed window, prepared by Architectural Testing, Inc., Test
Report No. ATI-93260.01-201-18, dated 09/15/09, signed and sealed by Joseph A.
Reed, P.E. ' :
(Submitted under previous NOA No. 09-1027.06)

5. Test reports on: 1) Large Missile Impact Test per FBC, TAS 201-94

2} Cyclic Wind Pressure Loading per FBC, TAS 203-94
along with markedup drawings and installation diagram of series/model HIG
1G/monolithic aluminum clad wood casement window mulled jamb to jamb fo an
aluminum clad wood fixed window, prepared by Architectural Testing, Inc., Test
Report No. ATI-93328.01-201--18, dated 08/24/09, signed and sealed by Joseph A.
Reed, P.E.
(Submitted under previous NOA No. 09-1027.06)

CALCULATIONS _

1. Anchor verification calculations and structural analysis, complying with FBC, dated
10/21/11, prepared by W. W. Schaefer Engineering & Consulting, P. A., signed and
sealed by Warren W. Schaefer, P. E.
(Submitted under previous NOA No. 12-0620.12)

2. Glazing complies with ASTM E1300-04/ 09

QUALITY ASSURANCE
1. Miami—Dade Department of Regulatory and Economic Resources (RER).

MATERIAL CERTIFICATIONS

1. Notice of Acceptance No. 13-0129.27 issued to E.I. DuPont DeNemours & Co., Inc.
for their “DuPont Butacite® PVB Interlayer” dated 04/11/13, expiring on 12/11/16,

2. Notice of Acceptance No. 11-0624.02 issued to E.I. DuPont DeNemours & Co., Inc.
for their “DuPont SentryGlas® Interlayer” dated 08/25/11, expiring on 01/14/17.

3. Material-/ Technical Data Sheet for “Manus—Bond 25-AM Structural Adhesive
For Interior Glazing®, issued by Manus Products, Inc.

Product Control Section Supervisor
NOA No. 14-0811.25

Expiration Date: November 08, 2017
Approval Date: October 09,2014



Pella Corporation

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

F. STATEMENTS

1. Laboratory compliance letter for Test Report No., ESP—(17244P.Fixed Casement.
Dade issued by Element Materials Technology, Inc., dated 07/18/14, signed and
sealed by Jason Steen, P. E.

2. Proposal issued by Product Control, 10/02/13, signed by Jaime D. Gascon, P. E.

3. Statement letter of conformance and complying with FBC 5™ Yidition (2014),
prepared by W. W. Schaefer Engineering & Consulting, P. A., dated 04/15/14, signed
and sealed by Warren W. Schaefer, P. E. '

4, Laboratory compliance letter for Test Report No. ESP—014011P.Fixed Casement.
Dade issued by Element Materials Technology, Inc., dated 07/25/13, signed and
sealed by Thomas A. Kolden, P. E.

(Submitted under previous NOA No. 13-0829.19)

5. Proposal issued by Product Control, 03/26/13, signed by Jaime D. Gascon, P. E.
(Submiitted under previous NOA No. 13-0829.19)

6. Statement letter of conformance and complying with FBC-2010, dated 10/21/11,
signed and sealed by Warren W, Schaefer, P. E.

(Submitted under previous NOA No. 12-0620.12)

7. Statement letter of no financial interest, dated 10/19/11, signed and sealed by Warren

W. Schaefer, P, E.
(Submitted under previous NOA No. 12-0620.12)
8. Laboratory compliance letters for Test Reports No.’s ATI-93260.01-201-18,

ATI-93328.01-201-18 and ATI-71262.08-201-18, all issued by Architectural
Testing, Inc., dated 09/15/09 and 08/25/09, all signed and sealed by Joseph A. Reed,
P.E.

(Submitted under previous NOA’s No.’s 07-0619.13 and 09-1027.06)

G. OTHERS

1.

Notice of Acceptance No. 14-0428.12, issued to Pelia Corporation for their Series
“HIG Fixed Casement Aluminum Clad Wood Fixed Window — L.M.L”, approved
on 06/26/14 and expiring on 11/08/17.

Jpme—— 4 /J—m\
R Y
el . !

‘"““‘“”méjwﬁmﬁ\“:\
Jaime D. Gascon, P, E~

. Product Confrol Section Supervisor

NOA No. 14-0811.25

Expiration Date: November 08, 2017

_ Approval DBate: October 09, 2014
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1. THESE WINDOW SYSTEMS HAVE BEEN TESTED, ANALYZED & APPROVED FOR DESIGN PRESSURES NOT TO EXCEED THOSE SHOWN IN THE . R ¥
“ALLOWABLE DESIGN PRESSURE TABLE(S)™ SEE WINDOW SIZE VS. PRESSURE TABLE gg{o& ’B:L%LL:;‘,? NRA%FMAELY &‘;‘fg;fggfff\;;‘;%ﬁ* M [y
2, OPENINGS, BUCKING & BUCKING FASTENERS MUST BE PROPERLY DESIGNED & INSTALLED TO TRANSFER WIND LOADS TO THE , OF ANY PRODUCT NOT PRODUCED BY THE MANUFACTURER
STRUCTURE. ON SHEET 2 FOR MAX, FRAME STATED ON THESE DRASNGS. el [=]=]e
3. ALL HARDWARE & FASTENERS SHALL BE IN ACCORDANGE WITH THESE DRAWINGS & SHALL NOT VARY UNLESS SPECIFICALLY MENTIONED SHORT DIMENSION Els| |5l5le
ON THE DRAWINGS. SPECIFIED ANCHOR FMBED TO BASE MATERIAL SHALL BE BEYOMD WALL FINISH OR STUCCO, » ATV A " NAILING FIN IS REQUIRED  |2]z] [s]2lz
4, THE DETAILS & SPECIFICATIONS SHOWN HEREIN REPRESENT THE PRODUCTS TESTED & PROPOSED FOR WATER, AIR, IMPACT, CYCUC & 6" MAX. —'-l ” 6 MAX. —]——» WITH CLIP MOUNT -
UNIFORM STATIC AIR PRESSURE TESTING IN CONFORMANCE WITH THE FLORIDA BUILDING CODE PROTOCOLS TAS—201, 202 & 203 FOR LARGE 2| |=]=
MISSILE IMPACT WINDOWS, PN == — . g e — CONDITION BUT IS &) g% I
5. THESE WINDOW SYSTEMS HAVE BEEN DESIGNED IN ACCORDANCE WITH AND MEET THE REQUIREMENTS OF THE FLORIDA BUILDING CODE 7 > - OPTIONAL & MAY BEL ~
(FBC) INCLUDING HIGH VELOCITY HURRICANE ZONES (HVHZ). ' \ ) | 6" MAX. REMOVED FOR A FRAME zla
8. IMPACT SHUTTERS ARE NOT REQUIRED WITH THESE WINDOWS. | " SHEAR SCREW MOUNT HHERE
7. ALL ANCHORS SECURING WINDOW FRAME TO PRESSURE TREATED BUCKS OR WOOD FRAMING SHALL BE CAPABLE OF RESISTING F:: 1 <1 Ele| i% & §
CORROSION CAUSED BY THE PRESSURE TREATING CHEMICALS IN THE WOOD. SEE "CORNER f CONDITION. {NAIL FIN & Blslz
8. DETERMINE THE POSITIVE & NEGATVE DESIGN LOADS TO USE WHEN REFERENCING THESE DOCUMENTS IN ACCORDANCE WiTH THE | CONSTRUCTION” | SHALL NOT ACT AS A 4 é B8
GOVERNING CODE AND GOVERNING WIND VELOCITY. FOR WIND LOAD CALCULATIONS IN ACCORDANCE WITH THE FLORIDA BUILDING CODE, A . . SUBSTITUTE FOR THE o L1
DIRECTIONALITY FACTOR OF KD = 0,85 MAY BE APPLIED PER THE ASCE--7 STANDARD, zZ | DESCRIPTION ON | =3 P1LELE
9. NO INCREASE IN ALLOWABLE STRESS HAS BEEN USED IN THE CERTIFICATION OF THIS PRODUCT. WIND LOAD DURATION FACTOR CD = oo THIS SHEET FRAME SCREWS flaje|= 13|28
1.6 WAS USED FOR WOOD SCREW ANALYSIS ONLY. w2 7B\ L T\ J SPECIFIED) 4 AHEHE
10, MATERIALS, INCLUDING BUT NOT UMITED TO STEEL SCREWS, THAT COME INTO CONTACT WITH OTHER DISSIMILAR MATERIALS SHALL MEET 2& y < - g|3l8|2]8
THE REQUIREMENTS OF FLORIDA BUILDING CODE CHAPIER 20. D= S F \o/ =
14, ALL WOOD MEMBERS OF WINDOWS THAT MAY POSSIBLY COME INTO CONTACT WITH MASONRY OR CONCRETE SUBSTRATES, ARE SUBJECT =8 . /BN NAIL FIN FASTENERS gz| |s|s)ls
TO MOISTURE &/OR ARE SUBJECT TO THE OUTSIDE ENVIRONMENT SHALL BE OF AM APPROVED DURABLE SPECIES OR BE TREATED IN AN <+
APPROVED MET!-I/OE) WITH AN APPROVED PRESERVATIVE PER FBC SECTION 2326. g% - > E SASH TO FRAME CONDITIONS WHERE SHOWN, WITHIN
nY CONDITION 1: SASH STRIKES AT 117 5" OF CORNERS &
" CORNER CONSTRUCTION g 3 0.C. ALL SIDES OF WINDOW ”
1w L MAX. 77 0.C. SE
FRAME CORNERS:; THE SIDE WOOD MEMBERS ARE BUTTED TO THE HEAD & SILL MEMBERS & SECURED &= ! CONDITION 2: SASH STRIKES 11" 0.C. AT "ERAME ANCHOR £
WITH THREE(3) 14 GAGE 7/16 X 2 1/27 STAPLES. CLADDING IS MITERED TOGETHER, JOINED WITH A o t} ONE SIDE, 3 SNUBBERS 6" APART AT " =
PLASTIC CORNER KEY PART NO. 77U0C000 & SEALED WITH BUTYL DEVAN 57812 OR BOSTIK 900 v ¢ MID—HEIGHT OF OPPOSITE SIDE. & REQUIREMENTS TABLE S Lhog
POLYURETHANE SEALANT. EACH CLADDING MEMBER IS SECURED TO THE KEY WiTH 1 NO. 10 X 17/32° W% | HINGES AT HEAD & SILL PLACED AT ON THIS SHEET FOR = E NS
FH SCREW {2 TOTAL PER CORNER .
gagﬁéusﬁormsa % TENON)CONSTRUCDON A 1/8" BEAD OF BOSTIK CHEM—CALK URETHANE IS SASH CORNER OPTION 2 %i S | SNUBBER SIDE OF HEAD & SILL. gﬁ%{iggsmm_ é g 3]
PLACED AT THE TENNON BOTTOM SURFACE. WOOD GLUE IS PLACED AT THE TENNON SIDES. THE JOINT WINDOWS ARE LIMITED ZQ p , NOTE: CONDITION 2 IS ONLY APPLICABE . FRAME SCREW OR |5 %g &
IS THEN ASSEMBLED & SECURED WITH ONE 15 GA. X 1 1/27 FINISH NAIL. TO MAXIMUM +/-60 bal WHEN WINDOW FRAME WIDTH IS 35" OR - o I -“!-’
OPTION 2: SCREWED CONSTRUCTION. MEMBER ENOS ARE PROFILED AND PARTIALLY TENONEC, BUTTED PSF DESIGN PRESSURE Zzo LESS. SNUBBERS MAY BE AT EITHER INSTALLATION CLIP = 50
& ADHERED TOGETHER WITH BOSTIC 70-05/70-05A AND THEN SECURED WITH NO. 12 X 4 FH W00D (SEE PRESSURE NOTE i . RIGHT OR LEFT SIDE . WHERE SHOWN. SEE § § gaj <t
Il SCREWS (1 SCREW WITH SASH HEIGHTS LESS THAN 3.5% 2 SCREWS WITH SASH HEIGHTS 35" TO § Ly L | . "FRAME ANCHOR o | @m=a©
3/87. THE CLADDING 1S TABBED WITH THE TABS MEETING IN A BED OF BOSTIC IN A GROOVE ON THE ON SHEET 2) S | | ” 92 %
EXTERIOR SASH FACE RESULTING FROM THE PARTIALLY TENNONED RAIL END. i / d gg()l?'l_ll?lgh{gggsﬂ TﬁgiéE s
FRAME ANCHOR REQUIREMENTS TABLE l’ // 4 SCREW REQUIREMENTS. a ek
__L x
OPENING TYPE FRAME/CLIP/NAIL FIN TO MINIMUM | MINIMUM . ™ '§
(SUBSTRATE) OPENING FASTENER TYPE EMBED [EDGE DIST. I, | B MAX. 5 2
L g A =~ = AN o1 r s s D
FRAME SCREWS 2 AT ol
MIN. 2X4 WOOD FRAME OR BUCK ) . . =l o8
(MIN. GR. 3 & 6=0.55) NO, 10 SMS OR WOOD SCREW 1 1/4 3/4 £§X1é4c g E‘o .
MIN. 18 GA. 33 KSI METAL STUD|NO. 10 SELF TAP/DRILLING SCREW| FULL 1/2" o . o gééﬁ‘*
MIN. 1/8" THK A36 STEEL  |NO. 10 SELF TAP/DRILLING SCREW| FULL 1/2" D.LO. = FW. — 5 3/4 z|c < gdgl
MIN. 1/8” THK 6063—T5 ALUM. |NO. 10 SELF TAP/DRILLING SCREW| FULL /2 | EXTERIOR ELEVATION:; 2| .« kg3
C—90 CMU/2500 PSI CONCRETE | () 1/4" CONCRETE SCREW | .1 1/4” 2" SINGLE FIXED pASE,MENT WINDOW S| Be 8%
INSTALLATION CLIP SCREWS SCALE: 374" = 1'=0" :_ﬂ; L5 %gg
MIN. 2X4 WOOD FRAME OR BUCK ., i i 2 1633 sk
- O a
MIN. 1/8" THK A36 STEEL | NO. 8 SELF TAP/DRILLING SCREW | FULL 1/2" ALLOWABLE DESIGN PRESSURE E %; o
MIN. 1/8" THK 6063-T5 ALUM. | NO. 8 SELF TAP/DRILLING SCREW | FULL 1/2 SEE LOAD TABLES ON SHEET 2 -
(2) NAILING FIN FASTENERS < g
MIN. 2X4 WOOD FRAME OR BUCK P m . " v &S %
(MIN. GR. 3 & G=0.55) NO. 8 X 1 1/2" SMS 13/8 1/2 IERN Eg
. 00D FRAME OR BUCK n & g
MIN (:ﬁ(]; “(';RODS & G=0.55) 2" X 11 GA. ROOFING NAL | 1 7/8" 1/2" E ‘”.9"
- R : PRODJCT REVISED _ (i %\ Zuj
MIN. 1/8” THK A36 STEEL | NO. 8 SELF TAP/DRILLING SCREW | FULL 1/2" Elff&??,f’gﬂ%?mwmm o R et =N NS
MIN. 1/8" THK 6063-T5 ALUM. |NO. 8 SELF TAP/DRILLING SCREW | FULL 1/2" Acceptance No -*"" 1 LS - R g
(1) CONCRETE SCREWS SHALL BE ELCO ULTRACONS (C.S.), ELCO CRETE—FLEX (S.S.), /W Bsphation Pove Jib -8 SC——
RAMSET/RED HEAD TAPCONS (C.S. OR $.5.) OR HILTI KWIK—CON Il (C.S OR S.S.). nr;%%% 1519 | D
(2) WHEN SCREWS ARE USED WITH THE NAIL FIN, THEY MUST BE A WAFFLE HEAD SCREW Mo Dade Prodnet Controf g
OR HAVE A FLAT WASHER AT THE SCREW HEAD. : 1 o B f




ALLOWABLE WINDOW SIZE VS. PRESSURE TABLE

* (SINGLE WINDOWS)

(SEE PRESSURE NOTE BELOW TABLE)

ALLOWABLE PRESSURE NOTE:

i ngMLUOMNG FR;AMA?%%RT ALLOWABLE PRESSURE (PSF) MAXEIMtJOMNG - MGE(IMUM ALLOWABLE PRESSURE (PSF)
DIMENSION | DIMENSION CLASS OPTION Fgmwsm R&MEN%?OONRT GLASS_OPTION
(V) (IN) A&C B &D E (N.) (N.) A&C B&D
POS. | NEG. | POS. | NEG. | POS. NEG. POS. | NEG. | POS. | NEG. | POS. NEG.
29 N/A | N/A | 75.0 | 75.0 N/A N/A 59 N/A | N/A | 75.0 | 75.0 N/A N/A
144 26 N/A | N/A | 75.0 | 85.0 N/A N/A 52 N/A | N/A | 75.0 | 81.8 N/A N/A
17 75.0 | 75.0 | 75.0 { 85.0 N/A N/A 48 N/A | N/A | 75.0 | 85.0 N/A N/A
32 N/A T N/A | 75,0 | 75.0 N/A N/A 73 35 75.0 | 75.0 | 75.0 | 85.0 N/A N/A
29 N/A | N/JA | 75.0 | 85.0 N/A N/A 31 75.0 | 75.0 | 75.0 | 85.0 [{(*)65.5 |[(*)65.5
152 19 750 | 750 | 750 | 850 | N/A N/A 29 75.0 | 75.0 | 75.0 | 85.0 |(N71.3  |(*)71.3
17 75.0 | 75.0 | 75.0 | 85.0 N/A N/A 25 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
35 - N/A | N/A | 75.0 | 75.0 N/A N/A 60 N/A | N/A | 75.0 | 75.0 N/A N/A
120 32 N/A | N/A | 75.0 | 84.9 N/A N/A 54 N/A | N/A | 75.0 | 81.8 N/A N/A
21 75.0 | 75.0 | 75.0 | 85.0 N/A N/A 49 N/A | N/A | 75.0 | 85.0 N/A N/A
19 75.0 | 75.0 | 75.0 | 85.0 | 74.8 74.8 71 35 75.0 { 75.0 | 75.0 | 85.0 N/A N/A
39 N/A | N/A | 75.0 | 75.0 N/A N/A 32 75.0 | 75.0 | 75.0 | 85.0 |(*)64.8 ](*)64.8
108 35 N/A | N/A | 75.0 | 85.0 N/A N/A 29 75.0 | 75.0 | 75.0 | 85.0 |(*)73.4 |(*)73.4
23 75.0 | 75.0 | 75.0 | 85.0 N/A N/A 25 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
21 75.0 1 75.0 | 75.0 | 85.0 75.0 75.0 65 N/A | N/A | 75.0 | 75.0 N/A N/A
44 N/A | N/A | 75.0 | 75.0 N/A N/A 59 N/A { N/A | 75.0 | 85.0 N/A N/A
96 39 N/A { N/A | 75.0 | 85.0 N/A N/A a5 39 731 | 73.1 | 75.0 | 85.0 N/A N/A
26 75.0 | 75.0 | 75.0 | 85.0 N/A N/A 35 75.0 | 75.0 | 75.0 | 85.0 {(*)69.6 [(*)69.6
23 75.0 | 75.0 | 75.0 | 85.0 | 750 75.0 32 75.0 | 75.0 | 75.0 | 85.0 {{(*)73.7 [(¥)73.7
50 N/A | N/A | 75.0 | 75.0 N/A N/A 29 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
45 N/A | N/A | 75.0 | 83.1 N/A N/A 59 N/A | N/A | 75.0 | 85.0 N/A N/A
84 41 N/A | N/A | 75.0 | 85.0 N/A N/A 59 43 73.0 | 73.0 | 75.0 | 85.0 N/A N/A
30 75.0 | 75.0 | 75.0 | 85.0 N/A N/A 38 746 | 746 | 75.0 | 85.0 |(*)73.2 [(¥)73.2
i 27 75.0 | 75.0 | 75.0 | 85.0 [(*)72.5 [(*)72.5 36 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
26 750 | 75.0 | 75.0 | 85.0 75.0 75.0 53 N/A | N/A | 75.0 | 85.0 75.0 75.0
53 N/A | N/A | 749 ] 749 N/A N/A 53 48 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
48 N/A | N/A | 75.0 | 82.0 N/A - N/A 42 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
79 32 75.0 | 75.0 | 75.0 | 85.0 N/A N/A 47 47 75.0 | 75.0 | 75.0 | 85.0 75.0 75.0
28 750 | 75.0 | 75.0 | 85.0 |(®)71.3  |[(A)71.3 NOTES:
25 75.0 | 75.0 | 75.0 | 850 | 75.0 75.0 1. SEE GLAZING DETAILS ON SHEET 4 FOR GLASS OPTIONS.

2. "N/A” DESIGNATES A SIZE NOT APPLICABLE TO THAT GLASS OPTION.
3. IF WINDOWS ARE MULLED TOGETHER, THE LESSER OF THE PRESSURE

SPECIFIED IN THIS TABLE FOR THE INDIVIDUAL WINDOW(S) AND THAT

SPECIFIED IN THE MULLION TABLE SHALL CONTROL FOR THE OVERALL UNIT.

PRODVCTREVISED
s currpiytug with the Florido
Buildiug Code £ A

Acceptmce No _iz % ‘Qg WZ@
Epimion 9%&%&&%?
S

iy T ez, s

Miaral Dade Product Control ™™,

(*) WHEN GLASS TYPE "E” USES 1/8" TEMPERED GLASS FOR THE
EXTERIOR PANE OF GLASS IN LIEU OF 1/8" ANNEALED, THE ALLOWABLE
PRESSURE ON THE WINDOW MAY BE INCREASED TO +/-75 PSF.

PRESSURES LISTED IN TABLE CONSIDER WINDOWS WITH SASH CORNER CONSTRUCTION OPTION 1.

SASH CORNER CONSTRUCTION OPTION 2 IS USED, ALLOWABLE PRESSURE MAY NOT EXCEED +/-60 PSF
REGARDLESS OF PRESSURES SHOWN IN TABLE.
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REVISION DESCRIPTION
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PELLA CORPORATION
102 MAIN STREET
641-621-1000

PELLA, A 50219

HIG ALUMINUM CLAD IMPACT FIXED CASEMENT WINDOW
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SEE WINDOW SIZE TABLE ON SHEET 2
FOR WINDOW FRAME DIMENSIONS

SEE WINDOW SIZE TABLE ON SHEET 2
FOR WINDOW FRAME DIMENSIONS

—trt —— 1/2”
WINDOW L3”L3” 3'3/31 WINDOW
CENTERLINE I /1 /l /I CENTERLINE
i: —l—v—I_ _"_ _v_ '—l_' —.—V.H HIH—- m‘v v.m“-v_v:‘—'.— _.1—'— —-'—-—v——.— -—.—v—.—

73" MAX. MULUON SPAN

SEE SINGLE
WINDOW
ELEVATION ON
SHEET 1 FOR
FRAME
ANCHOR
REQUIREMENTS
& POSITIONS
AROUND
WINDOWS

SEE SINGLE
WINDOW
ELEVATION ON
SHEET 1 FOR
NAIL FIN
REQUIREMENTS
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INSTALLATION CLIPS WHERE SHOWN

AT MULLION ENDS. SEE "FRAME EXTERIOR ELEVATION:
ANCHOR REQUIREMENTS TABLE” ON

SHEET 1 FOR FRAME & CLIP

1,

3. WINDOWS MAY BE STACKED HORIZONTAL OR VERTICAL.

ADDITIONAL FRAME SCREWS OR

SCREW REQUIREMENTS,

MULTIPLE UNIT NOTES:

Lo A —« — v AN v

MULTIPLE FIXED CASEMENT
WINDOWS
SCALE: 3/4” = 1'=0"

FOR ALL DETAIL NOT SHOWN, SEE SINGLE WINDOW ELEVATION.

2, MULLION MAY BE HORIZONTAL OR VERTICAL PROVIDING UNIT SIZES ARE RESTRICTED AS SHOWN IN THIS
ELEVATION.

TO INSURE THAT THE DEAD WEIGHT OF THE

ABOVE WINDOW(S) WILL NOT CAUSE UNDO STRESS ON THE BELOW WINDOW, WHEN VERTICALLY STACKED, THE
MANUFACTURER/INSTALLER SHALL LIMIT THE SAG OF THE HORIZONTAL MULLION TO MAX. 1/8".

4, THERE IS NO LIMIT ON THE NUMBER OF WINDOWS THAT MAY BE COMBINED IN ONE DIRECTION INTO ONE
OPENING PROVIDING THE OPENING IS DESIGNED TO SUPPORT ALL LOADS TRANSFERRED FROM THE WINDOWS &
THEIR MULLIONS.
INDIVIDUAL WINDOW SIZES SHALL BE RESTRICTED AS SPECIFIED IN THE SINGLE WINDOW ELEVATION.

5.

PRODUCT REVISED
a3 camplying with the Florida ,

i

3" x 20" x 0.063" GALVANIZED STEEL
PLATE PLACED ACROSS THE MULLION
SEAM AND SECURED TO EACH WINDOW
FRAME WITH 6 NO. 8 X 3/4" SCREWS
(TYP. ALL MULLION ENDS}

Building Code
Acceptance No

FrpieationDate 1.

e
s i 2 N
hliami Dade Product Controb

ALLOWABLE DESIGN PRESSURE TABLE
(SIDE BY SIDE WINDOWS)

MAXIMUM MAXIMUM ALLOWABLE PRESSURE
MULLION SPAN LOAD WIDTH (PSF)
(IN.) (IN.) POSITIVE NEGATIVE
59.5 75.0 75.0
73 53.5 75.0 78.0
47.5 75.0 82.5
41.5 75.0 85.0
59.5 75.0 78.6
71 53.5 75.0 81.5
47.5 75.0 85.0
85 65.5 75.0 85.0
59 59.5 & GREATER 75.0 85.0
NOTES:

1. LOAD WIDTH IS THE DISTANCE BETWEEN WINDOW

CENTERLINES.

2. ALLOWABLE UNIT PRESSURE SHALL BE THE LESSER OF
THE PRESSURES SHOWN IN THIS TABLE & THOSE
SPECIFIED FOR THE INDIVIDUAL WINDOW.
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SUBSTRATE BY

]

Paca

OTHERS PER [ i FRAME SCREW
"FRAME ANCHOR . PER ELEVATION
REQUIREMENTS |- 14" WAX
TABLE” '
r SHIM AT
-
— EACH ANCHOR
SEALANT BY
OTHERS
7
31 ]
29
HINGE SCREWS 74 % 2
AS REQUIRED \ 5
WITH HINGE (3 15
\ t
SEE GLAZING &
DETAILS ON - 2 304 ¥
THIS SHEET s
I 2122 z
EXTERIOR =
8 30 15 5
HINGE SCREWS :
AS REQUIRED (53
WITH HINGE !
31
/ 35
SEALANT BY
OTHERS L 1/4" MAX
3 L SHIM AT
) EACH ANCHOR
g [~ FRAME SCREW
ST T PER ELEVATION
SUBSTRATE BY e T e e T
OTHERS PER SECTION /AT\ | SASH TO FRAME
FRAME ANCHOR CONDITION 2
REQUIREMENTS SCALE: 1/2 FULL \ 4/
TABLE FRAME SCREW MOUNT SHOWN. SEE

DETAILS ON SHEETS &5 & 6 FOR DIRECT
MOUNT & CLIP MOUNT DETAILS.

DOW INSTANTGLAZE Il
CAP BEAD

DEVAN 578.12 SELF
STICKING BUTYL GASKET:

}

11/16” MIN, BITE

|

— SEE GLASS OPTIONS BELOW

BOSTIC 8.V. 70-05/70-05A
URETHANE OR MANUS~BOND

25—AM SEALANT/ADHESIVE

] SHIM BLOCK AS REQ'D
GLAZING DETAIL 1

GLASS OPTIONS:

OPTION A: 9/16" THICK LAMINATED GLASS (1/4"
AN./0.09 DUPONT BUTACITE PVB/1/4" AN.)
OPTION B: 9/16" THICK LAMINATED GLASS (1/4"
AN./0.09 DUPONT SG/1/4” AN.)

SUBSTRATE BY

£ FRAME SCREW
: /PER FLEVATION

DEVAN 578.12 SELF STICKING BUTYL GASKET

OTHERS PER [} DOW INSTANTGLAZE Iil CAP BEAD
R’;%"U*’I‘EEG‘*E'ﬁ?gR ok SEE GLASS OPTIONS BELOW
TABLE” 1/4" MAX. >
r SHIM AT 3
EACH ANCHOR
SEALANT BY 11/16" MIN. BITE O BOSTIC B. 70-05,/70—05A
OTHERS | URETHANE OR MANUS—BOND
5 - 25~AM SEALANT/ADHESIVE
EXTERIOR SHIM BLOCK AS REQ'D
P
1§ \ GLASS OPTIONS: GLAZING DETAIL 2
8 OPTION C: 1" THICK LAMINATED L.G. GLASS (3/16" AN. EXTERIOR; 3/8"
\ / - SPACER; 5/32" AN./0.09 DUPONT BUTACITE PVB/5/32" AN. INTERIOR)
ggMESM%"JG i o OPTION D; 1" THICK LAMINATED 1.G. GLASS (3/18” AN. EXTERIOR; 3/8”
T SPACER; 5/32" AN./0.09 DUPONT SG/5/32" AN. INTERIOR)
THIS SHEET -
i - 1" 1.G, GLASS NOTE;
EXTERIOR & THE EXTERIOR 3/16" ANNEALED PANE OF GLASS MAY BE
8 SUBSTITUTED WITH 3/16” TEMPERED WHEN REQUIRED TO MEET
SAFETY REQUIREMENTS.
16
@)
DEVAN 578.12 SELF STICKING BUTYL GASKET
SEALANT BY DOW INSTANTGLAZE Iil CAP BEAD
OTHERS [ 1/4 MAX. r-——l— SEE GLASS OPTIONS BELOW
SHIM AT
FACH ANCHOR

i

SUBSTRATE BY
OTHERS PER
“FRAME ANCHOR
REQUIREMENTS

. .:.-' 1‘.

e PER ELEVATION

sl e P

™~ FRAME SCREW 11/16"

MIN. BITE BOSTIC B.V. 70-05/70-05A

e B 3 Dl
RO TR R .
oo

L .'q

" SECTION /A SASH 0 FRAME
EXTERIOR]
SCALE: 1/2 FULL \.4.J |CONDITION 1

TABLE"

FRAME SCREW MOUNT SHOWN. SEE

DETAILS ON SHEETS 5 & 6 FOR DIRECT GLASS OPTIONS:

MOUNT & CLIP. MOUNT DETAILS.

(FOR DETAIL NOT SHOWN, SEE SECTION A1/4)

Explration Date
¢ [Tt

URETHANE OR MANUS—BOND
25—AM SEALANT/ADHESIVE

SHIM BLOCK AS REQ'D
GLAZING DETAIL 3

{

OPTION E: 11/16” THICK LAMINATED 1.G. GLASS (1/8” AN.
EXTERIOR; 1/4” SPACER; 7/64” AN./0.09 DUPONT BUTACITE

PVB/7/64" AN. INTERICR)

11/16" 1.G. GLASS NOTE:

THE EXTERIOR 1/8" ANNEALED PANE OF GLASS MAY BE
SUBSTITUTED WITH 1/8" TEMPERED WHEN REQUIRED TO MEET
SAFETY REQUIREMENTS.

PRODUICT REVISED
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Building Code 4
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FRAME SCREW
PER ELEVATION

SUBSTRATE BY
OTHERS PER
"FRAME ANCHOR
REQUIREMENTS

BETWEEN MULLION

REPLACED WITH NO. 10 X 3"

1/4" MAX. 1/47 MAX. 1/4" MAX.
SHIM AT — FRAME WIDTH SHM AT = FRAME WIDTH ~—  SHIM AT
FACH ANCHOR FACH ANCHOR ” EACH ANCHOR
FRAME SCREW : 5 FRAME SCREW —_ - % J
PER ELEVATION Y 35 PER ELEVATION ; 35
:I_;- 30 * :‘:. 15 15
LT b 38
SUBSTRATE BY "% 36 Y3Y7T) SUBSTRATE BY — %" Y33 30 I
OTHERS PER R OTHERS PER S g
"FRAME ANCHOR - ~7i ™ 13 "FRAME ANCHOR - -7 N 3
REQUIREMENTS % ¥ N REQUIREMENTS vy Sy
TABLE" gl -~ TABLE” 0 =y . \A= TABLE”
' @ e (
\ ."._a-:-lﬁ —~ \ /
SEE GLAZING
12 3 SEE GLAZING DETAILS ON
NG gHErEAé!I_.S4ON SHEET 4 31
7 EXTERIOR 29
T SEALANT BY EXTERIOR l
SEALANT BY OTHERS OTHERS _ SEALANT BY OTHERS
SECTION /g7 | SASH To FRAME SECTION /B3 | sASH TO FRAME SECTION /g |SAsH To FRame
SCALE: 1/2 FULL \5_) | CONDITION 2 SCALE: 172 FULL \._5_/ | CONDITION 1 SCALE: 1/2 FULL 5 CONDITION 1 & 2
FRAME SCREW MOUNT SHOWN. SEE DETAILS FRAME SCREW MOUNT SHOWN. SEE DETALS FRAME SCREW MOUNT SHOWN. SEE DETAILS
ON THIS SHEET FOR DIRECT MOUNT DETAL ON THIS SHEEF FOR DIRECT MOUNT DETAIL ON THIS SHEET FOR DIRECT MOUNT DETAL
& SHEET 6 FOR CLIP MOUNT DETAIL. & SHEET & FOR CLIP MOUNT DETAIL. & SHEET & FOR CLIP MOUNT DETAIL.
(FOR DETAIL NOT SHOWN, SEE SECTION B1/5)
CONTINUQUS WOOD MEMBER LESS IN SIZE THAN A 2X_ BUCK
TO BE MIN. 3 1/2” DEEP. NOT REQUIRED WHEN SHIM SPACE
y y IS WITHIN ALLOWABLE DIMENSIONS SHOWN IN SECTIONS).
WOOD COVER 7/8" CROWN X 3/4"
AS REQUIRED STAPLE WITHIN 4" OF SUBSTRATE BY OTHERS
ENDS & MAX. 12" O.C. PER 'FRAME ANCHOR
REQUIREMENTS TABLE”
3/8" BEAD OF OPTICNAL FIELD MULLING: e e gL e S
BOSTIC 900 WHEN FIELD MULLED, THE 7/8” : N e sAR
SEALANT /ADHESIVE CROWN STAPLES MAY BE SR =

PLATE & FRAMES
{2 EACH SIDE OF
MULLION PLATE)

MULLION ENDS
SECTION /3

SCALE: 1/2 FULL \5/
FOR DETAIL NOT SHOWN, SEE OTHER SECTIONS

SCREWS AT EACH JAMB

THROUGH PLATE WITHIN 6" OF

ENDS & MAX. 15 1/4” 0O.C.
(NO. 10 SCREW MAY REPLACE

SEALANT BY
OTHERS

SASH STRIKE SCREW #39)

EXTERIOR

QPTIONAL DIR‘ECT MOUNT DETAIL

[0 SUBSTRATE WITH SPACER
(HEAD SECTION SHOWN; SILL & SIDES ARE INSTALLED THE SAME)
(FOR DETAIL NOT SHOWN, SEE OTHER SECTIONS)

FRAME CONCRETE

VRODUCT REVISED o
i couplyiag with the Florida
Tuilding Code

'f\qccp!fmcc Mo ﬁ@_ﬁ@ ' v 2§

n‘;,'wm*/ 0.

SCREW PER ELEVATIONS

& "FRAME ANCHOR

REQUIREMENTS TABLE"

l&mmw@f-@f &i7
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NAILING FIN ANCHOR PER

(14)ERAME_INSTALLATION CLIP

ORAWN BY:

CHECKED BY:

(15) FIXED SASH STRIKE

Eﬁﬁﬁtmnfl)mc

Y B o _:if;ﬁ{{& JMk .y
’Vhami Dade Product Control

SUBSTRATE BY OTHERS PER FRAME ITEM # ITEM DESCRIPTION MANUFACTURER/NOTES Cwee | wws.
ELEVATIONS & FRAME ANCHOR REQUIREMENTS TABLE Ao o CHOR R
PER THE FRAME ANCHOR PARTS w2 | oy/zy0r
ANCHOR REQUIREMENTS S _
TABLE. e ' e REQUIREMENTS TABLE ON |- 1 587 —| 1| FRAME JAMB WOOD .
SHEET 1 (2 PER CLIP). - 055 9 | SASH FOR GLASS OPTION A & B WOOD 5
//—.]NSTALLAT[ON CcuP 3 | SASH FOR GLASS OPTION C & D WOOoD
SEALANT BY I PER ELEVATION /LJ\\ | 4 | SASH FOR GLASS OPTION E WooD &
OTHERS ] 1/4" MAX, 1.860 1};46';0 5 | SASH sToP WooD
BEHIND NAIL [ "spacE MIN. ' 7 | FRAME CLAD 6063—T6_ALUMINUM 5
FIN mpr—ﬂ__L 8 | SASH claD 3003-H14 ALUMINUM 3
oAt B 1 e 9 | MULLION COVER 6063-T6_ALUMINUM a
@ SASH 10| MULLION PLATE B063—T6_ALUMINUM z
FOR GLASS 11 | NAIL FIN 3003-H14 ALUMINUM 2
OPTIONS "A” & "B 12| FRAME SNUBBER 302/304 S.S. (3_PER WINDOW 6" APART) &
13| SASH SNUBBER 302/304 S.S. (3 PER WINDOW 6 APART) 3 |
NO. B X 3/4" 3.996 14| INSTALLATION CUP 50 KSI GALVANIZED STEEL
SM.S (2 PER CUP) | 15 FIXED SASH STRIKE AT MAX. 1‘]” 0.C. (304 S.S.)
1 16 | SASH SHIM_BLOCK PLASTIC (3 PER SIDE)
EXTERIOR 0.713 1.250 HARDWARE
21 | CENTER PIVOT HINGE OVERLAND 1AJC/1AJA -
OPTIONAL INSTALLATION CLIP/NAIL FIN DETAIL RAME O ) PELA ;5”*/ 1989 (16 GAGE 302/301 5.5.) S liog
(HEAD SECTION SHOWN, SILL & SIDES ARE INSTALLED THE SAME) 20X/ = | 2 88
(FOR DETAIL NOT SHOWN, SEE OTHER SECTIONS) 24 ) EGRESS OPERATOR PELLA #2ABA o| o no
fa) 0. i
2135 —-—1 822 — 29 [ RAINSTRIP PELLA PART J75T2 — PVC DUROMETER 75 =l o g 0
] 1103 —0.790 [F—Jlfj 30 | WEATHERSTRIP PELLA_PART #505) — PP/SANTOPRENE 64 A =
: - 31| FRAME CLAD SEALANT BUTYL gl deae
f U | 0.698 — MISCELLANEOUS FASTENERS =
860 1,610 1.860 1.610 @ SASH STOP 35 | 1 3/8" 4D ANNULAR RINGSHANK BOX NAIL  |WITHIN 5" OF CORNERS & 4” T0 9” 0.C. S |E
Y MIN.  MIN. MIN. [0328 1511 36 | NO. 7 X 1" FH SCREW 1_PER SNUBBER a Bl
| u\_,.ﬁ_ l 004 I 37_| NO. 7 X 3/4 PH SCREW 1 PER SNUBBER L g
I VS - f ! 38 | NO. 8 X 3/4" PH SCREW 2 PER SASH STRIKE S
(3) sAsH (4) SAs HOBQQ L g5 0024 39 | NO. 14 X 1 1/2" FILISTER HEAD SCREW 1_PER SASH_STRIKE 53
[“Ta)
FOR GLASS FOR GLASS OPTION "E” @ MULL COVER @ NAIL FIN NOTE; WOOD USED IN TESTING WAS WESTERN PINE WITH A SPECIFIC GRAVITY OF G = 0.43 AND A || & £38
OPTIONS "C" & “D" B MODULUS OF ELASTICITY OF E = 1,200,000 PSI, OTHER WOOD SPECIES APPLICABLE FOR USE |t — | K 2
) 4903 _._|_._ 0.060 WITH THIS PRODUCT ARE THOSE WITH A SPECIFIC GRAVITY OF 0.43 AND MODULUS OF 2 w3 h,
0.040 ' ELASTICITY OF 1,200,000 PSI OR GREATER. ALL WOOD IS MINMUM GRADE 2 MILLED BY PELLA || 8 | & 8.8
A4 0.024 i | | & + ] CORPORATION TO SELECT. 63 sl
1.922 RN RNENRNGN 0.875 = o &y
0.792 0500 Ny 2 | Bsetl
= | e —11.000 |-——{ |- 0.409 s | bZzes
I _ (10) MULLION PLATE : Y: : 5| 25 8z9
' i (12) ERAME_SNUBBER . 662 8%
ITRAME oINUDDER o2 % L
(1) ERAME CLAD (%) sASH cLAD 25=8"2
LENGTH = 4" _ 4330 10 0.484 Ml EEL
‘ 6.187 TO 8.187 ' ‘
~i 0.410 o6
o o o oY ’~— 1.688 —~| - 0.350 j__‘ﬂ
&1 1 oss = 5 }
I O o O o] o @ 1.875 1.082
—{ 1.000 |=— 0.7 ’
| 0.060 o o o o BT ———  (16)SASH SHIM
~ O)
(13) SASH_SNUBBER 0.999 M PRODUCT REVISED
__L _L — i as complying with the Florida
T Building Code 4 A4 e
0.052 0. 050 Acceptance No




